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I YPICAL COLLECTION PIPE

INSTALLATION

4"¢ PERFORATED SDR 17
HOPE DETECTION PIPE

(SEE NOTES 1 & 3)

45—MIL REINFORCED POLYPROPYLENE
(RPP) GEOMEMBRANE

NOT TO SCALE

4"¢ PERFORATED SDR 17

HDPE COLLECTION PIPE

(SEE NOTE 1)
GEOCOMPOSITE

TOP OF EXISTING ASPHALT j i:sz-oz GEOTEXTILE FABRIC
SECTION (&)
N’

COLLECTION & DETECTION PIPES INSTALLATION

NOT TO SCALE

rirk.

PERFORATED PORTION OF PIPE SHALL BE WRAPPED

WITH 6~0Z. GEOCOMPOSITE. '

2. SAND TUBE SHALL BE PER RECOMMENDATION BY HUESKER, INC.
AND SHALL BE NON-PHOTO DEGRADABLE MATERIAL. AN
APPROVED EQUIVALENT MAY BE CONSIDERED.

3. PLACE COARSE SAND (MAX. SIZE 1/4") AS NECESSARY AROUND
PIPE TO AVOID SHARP BENDS IN LINER OR GEOCOMPOSITE.

4. FOR DEBRIS CELL, PROVIDE 12 INCH THICK LAYER OF CLEAN
SOIL INSIDE THE CONTAINMENT BERM ON THE UPPER
GEOCOMPOSITE PRIOR TO DEBRIS PLACEMENT.

LEGEND:

NUMBER INDICATES DETAIL,
LETTER INDICATES SECTION

SHEET WHERE DETAIL OR SECTION
IS DRAWN OR FIRST REFERENCED
(' — INDICATES SAME SHEET)
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COMPACTED SOIL

TOP OF EXISTING ASPHALT

HDPE COLLECTION PIPE
(SEE NOTE 1)

SECTION
TYPICAL COLLECTION PIPE_INSTALLATION

NOT TO SCALE

LEGEND:

NUMBER INDICATES DETAIL,
LETTER INDICATES SECTION

SHEET WHERE DETAIL OR SECTION
IS DRAWN OR FIRST REFERENCED
( - INDICATES SAME SHEET)

NOTES:

1. PIPE SHALL HAVE 1/4"¢ PERFORATIONS AT A MINIMUM OF 12
PERFORATIONS PER FOOT ALL AROUND THE PERIMETER OF THE
PIPE. PERFORATED PORTION OF PIPE SHALL BE WRAPPED
WITH 6-0Z. GEOCOMPOSITE.

2. SAND TUBE SHALL BE PER RECOMMENDATION BY HUESKER. INC.
AND SHALL BE NON—-PHOTO DEGRADABLE MATERIAL. AN
APPROVED EQUIVALENT MAY BE CONSIDERED.

3. PROVIDE 40-POUND SAND BAGS AT 10—FOOT CENTERS OVER
THE COVER REINFORCED POLYPROPYLENE (RPP) GEOMEMBRANE.
SAND BAGS SHALL BE NON-—-PHCTO DEGRADABLE MATERIAL. -

4. THE CONTAMINATED MATERIAL SHALL BE PLACED USING SURGE
TECHNIQUES SUCH THAT THERE IS AT LEAST ONE FOOT
SEPARATION BETWEEN THE EQUIPMENT AND THE GEOCOMPOSITE.

5. FOR DEBRIS CELL, PROVIDE 12 INCH THICK LAYER OF CLEAN
SOIL AND A LAYER OF 32 OZ. GEOTEXTILE PRIOR TO INSTALLING
COVER RPP GEOMEMBRANE.
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WATER STORAGE VIA PUMP

P,

~WATER COLLECTION CONTAINER

LEGEND:

(A
\ =X

NUMBER INDICATES DETAIL,
LETTER INDICATES SECTION

SHEET WHERE DETAIL OR SECTION
IS DRAWN OR FIRST REFERENCED

10 ( — INDICATES SAME SHEET)
7 11
. 2 x 6
NOTE:
. 1. PLACE A MINIMUM 3—INCH THICK LAYER OF AASHTO NO. 57
1/4" STEEL RAMP STONE ON THE DECON PAD RAMPS.
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